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Please read before using this equipment. 
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□ Features 

Your RadioShack AM/FM Cassette Car 
Stereo has many practical, easy-to-use 
features, and you can install it in almost 
any vehicle. The stereo’s CD input jack 
lets you connect any portable CD player 
with a DC adapter. The tuner’s digital 
synthesized PLL (phase-locked loop) 
circuitry gives you precise tuning and 
drift-free reception. 

You can search forward or backward 
through a cassette tape for the next 
song with the automatic music search, 
and then listen to the song with Dolby B 
Noise Reduction which reduces low 
noise on cassette playback for better 
sound quality. 

Balance, tone, bass, fader and volume 
controls let you adjust the sound for 
maximum listening pleasure. 

The car stereo’s features include: 

High Power — provides 92 watts of to- 
tal power to give you excellent audio re- 
sponse for all types of music. 

Auto Search Music System (ASMS) — 

searches the tape in either direction for 
the next song. 

Dolby B Noise Reduction — assures 
low-noise cassette playback and better 
dynamic sound range. 

CD Input Jack — lets you connect a 
portable compact disc player. 

Line-Level Outputs — let you connect 
the stereo to external power amplifiers, 
boosters, or other accessories that have 
line input jacks. 


Radio Monitor — lets you hear the ra- 
dio during fast-forward or rewind. 

Manual/Automatic Memory Program- 
ming — lets you manually or automati- 
cally store six AM and 12 FM stations 
into memory for quickly tuning to your 
favorite stations. 

Automatic Travel Programming — 

lets you store an additional six AM sta- 
tions and six FM stations separate from 
the manual/automatic programmed 
memory groups. 

Memory Scan Tuning — scans all sta- 
tions stored in memory and plays each 
station for about 5 seconds. 

Scan Tuning — scans all available sta- 
tions and plays each station for about 5 
seconds. 

Seek Tuning — automatically tunes to 
the next available station. 

Locking Fast-Forward and Rewind — 

lets you quickly fast-forward or rewind 
the tape. 

Metal Tape Selector — lets you enjoy 
the full benefit of high-quality tapes. 

Continuous Auto-Reverse — allows 
continuous play of an entire cassette 
tape. 

Built-In Loudness Circuitry — auto- 
matically boosts your stereo’s high and 
low frequencies for better sound at low 
volume levels. 


Features 
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Last Station Tuning — remembers the industry-Standard Mounting — easily 

last station you tuned to in each band. mounts in most cars that have an open- 

ing for DIN-C shaft-type stereos. 

Locai/Distance Circuitry — adjusts the 
tuner sensitivity for the best radio recep- 
tion. 


□ Installation 

PREPARATION 

Caution: Improper installation can dam- 
age your stereo and other components 
in your vehicle’s autosound system. 

Before you install your stereo, read all 
the instructions in this owner’s manual. 
You should be able to answer all of 
these questions about your vehicle’s 
electrical and sound systems: 

• Does my vehicle have a 12-volt neg- 
ative ground electrical system? 

• Which terminal in my vehicle’s fuse 
box supplies power even when the 
ignition is turned off? 

• Which terminal in my vehicle’s fuse 
box is for accessories? 

• How do I connect a wire to the fuse 
box? 

Also, be aware that installation in your 
vehicle might require cutting or modify- 
ing your vehicle. 

Place the stereo as close as possible to 
the selected mounting location. We rec- 
ommend that you install the stereo by 
temporarily connecting it to ground and 
power, optional components, and your 
speakers. Then test the connections. 


Next, disconnect the stereo, mount it in 
your vehicle, and then reconnect it. The 
instructions in this manual are arranged 
in this order. 

Caution: Be sure your speakers can 
handle 92 watts of power (23 watts per 
channel). Each speaker must have an 
impedance of at least 4 ohms. Your lo- 
cal RadioShack store carries a full line 
of speakers. 

Setting the Shaft Spacing 

The size of existing openings in the 
dash or installation kit determines the 
best spacing between the stereo’s 
shafts (knobs). 

The space between the shafts is preset 
to 5 ^Yi 6 inches (148 mm) at the factory. 
You can change the spacing to 5®/s inch- 
es (143 mm), 5Ys inches (137 mm), or 
5Vs inches (130 mm). 

Follow these steps if you need to 
change the shaft spacing. 

1 . Loosen each shaft nut about half- 
way up the shaft. 
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2. Move each shaft positioner to the 
correct pair of hoies, as shown. 



3. Hoid each shaft positioner in piace 
as you tighten its shaft nut. 

Preparing the Mounting Area 

Before you mount the stereo, make sure 
you have aii the necessary materiais. 
Then confirm that the stereo fits your ve- 
hicie’s mounting area. This autosound 
stereo system is a DIN-C size unit that 
requires a 2Vie-inch high by 7^/ie-inch 
wide by 6”/ie-inch deep (52 x 1 82 x 1 70 
mm) mounting area. 

Note: If the mounting area is too iarge, 
you might be abie to mount the stereo 
with an in-dash instaiiation kit, avaiiabie 
at your iocai RadioShack store. Foiiow 
the instaiiation kit’s instructions to mount 
the stereo. 

Caution: Be sure to avoid obstructions 
behind the mounting surface. 

Routing Speaker Wires 

If you install speakers, avoid routing the 
speaker wires near moving parts or 
sharp edges. You can usually route 
wires along the channel beneath the ve- 
hicle’s door facings by carefully remov- 


ing the molding that holds the carpet in 
place. After you route the speaker wires, 
replace the molding. 

MAKING THE 
CONNECTIONS 

The supplied wiring harness with the 14- 
pin connector includes all the lead wires 
you need to connect the stereo to 
ground, power, optional components, 
and speakers. 

Important: Do not cut these wires. If 
you cut any wire, you cannot obtain a re- 
fund or exchange on this product. How- 
ever, your local RadioShack store will 
provide warranty service if you cut a 
wire and find the product is defective. 

You might need additional wire, depend- 
ing on your individual autosound sys- 
tem, to complete the connections. Your 
local RadioShack store carries a full line 
of wire and wire management accesso- 
ries. 

Cautions: 

• For added safety and to protect your 
stereo, disconnect the cable from 
your vehicle battery’s negative (-) 
terminal before you begin. 



• You must connect the GROUND (-), 
POWER LEAD (B+), and CLOCK 
MEMORY wires first, then make all 
other connections as described in 
the following sections before you 
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plug the wiring harness into the ste- 
reo. If any wire connections are 
made incorrectly or out of order, you 
could damage the stereo. 

• You must connect a separate wire to 
each speaker terminal. Do not use a 
common wire or chassis ground for 
any speaker connection. 


dioShack stores sell adapter harnesses 
for most vehicles. 

Follow the directions that come with the 
adapter harness to temporarily connect 
the power and speakers. 

Connecting Ground, Power, 
and Optional Components 


Note: The colors of the wires in the wir- 
ing harness indicate the appropriate 
connections, as shown below. 

White 


ffl 


u 

IS 

SJ 

Q. 

W 


Wiring 

Harness 


White/Biack 
FRONT LEFT 

Gray 


Gray/Biack 
FRONT RiGHT 


c 


Green 


Green/Black 
REAR LEFT 

Vioiet 


c 


Vioiet/Biack 
REAR RiGHT 


c 


Biack GROUND (-) 


Red POWER LEAD (B+) 


Biue/White AMP REMOTE 


Yeiiow CLOCK MEMORY 


Using an Adapter Harness 

If you are replacing an existing stereo, 
or if your vehicle has been factory-wired 
for autosound components, you might 
be able to use an adapter harness to 
connect the power and speakers. Ra- 


Follow these steps to connect the wiring 
harness to ground, primary and memory 
backup power, and optional compo- 
nents. 



1 . Connect the black GROUND (-) wire 
to a chassis ground, such as a metal 
screw attached to a metal part of the 
vehicle’s frame. Be sure that the 
screw is not insulated from the 
frame by a plastic part. 

2. Connect the red POWER LEAD (B+) 
wire (with in-line fuse holder) to a 
point in your vehicle’s fuse block 
that has power only when you turn 
the vehicle’s key to either the acces- 
sory (ACC) or START position. 

This connection turns on the stereo 
when you turn on the ignition or turn 
the key to ACC, and turns off the 
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stereo when you turn off the ignition. 
This prevents your vehicie’s battery 
from being drained if you ieave the 
stereo on when you turn off the igni- 
tion. 

3. Connect the yeiiow CLOCK MEM- 
ORY wire (with in-iine fuse hoider) to 
your vehicie battery’s positive (+) 
terminai or to a fuse that provides a 
continuous source of 12 voits. 

This connection provides power for 
the stereo’s components (such as 
the ciock), and continuous power for 
the stereo’s memory when the igni- 
tion is turned off. 

4. Connect the biue/white AMP RE- 
MOTE TURN ON 500MA MAX wire to 
any optionai equipment designed to 
run from a switched source that you 
want the stereo to turn on and off 
(such as a booster or a power an- 
tenna). 

This wire does not provide power to 
the components. It simpiy turns 
them on or off. If you do not use this 
wire, secure it with a wire tie and do 
not iet it touch metai. 

Note: The optionai equipment must 
be designed for use with a switched 
power iead. 

Connecting Two Pairs of 
Speakers 

If you are using both front and rear 
speakers, foiiow these steps to connect 
the wiring harness to the speakers. 




0 > 

(Q 

0) 

Q. 

(f> 


White 


White/Black 
FRONT LEFT 


Gray 


Gray/Black 
FRONT RIGHT 


c 


Green 


Green/Black 
REAR LEFT 

Violet 


€ 


Violet/Black 
REAR RIGHT 


c 



1 . Connect the gray FRONT RIGHT (+) 
wire to the front right speaker’s posi- 
tive terminai. The terminai is usuaiiy 
marked with a pius (+) sign or red 
mark. 

2. Connect the gray/biack FRONT 
RIGHT (-) wire to the front right 
speaker’s negative terminai. This 
terminai might be marked with a 
minus (-) sign or unmarked. 

3. Connect the white FRONT LEFT (+) 
wire to the front ieft speaker’s posi- 
tive terminai. 

4. Connect the white/biack FRONT 
LEFT (-) wire to the front ieft 
speaker’s negative terminai. 

5. Connect the vioiet REAR RIGHT (+) 
wire to the rear right speaker’s posi- 
tive terminai. 

6. Connect the vioiet/biack REAR 
RIGHT (-) wire to the rear right 
speaker’s negative terminai. 

7. Connect the green REAR LEFT (+) 
wire to the rear ieft speaker’s posi- 
tive terminai. 
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8. Connect the green/black REAR LEFT 
(-) wire to rear left speaker’s nega- 
tive terminal. 

Connecting One Pair 
of Speakers 

If you want to use only two speakers, 
connect them as described in “Connect- 
ing Two Pairs of Speakers” on Page 8, 
Steps 1-4. Be sure to secure any un- 
used wires with a wire tie and insulate 
them with electrical tape so they do not 
touch metal. 

Connecting the Antenna 

Connect the vehicle’s antenna cable to 
the stereo’s large black antenna con- 
nector. 



Vehicle’s 
Antenna Cable 








Stereo’s 



Antenna 

Connector 


Testing the Connections 

Make sure you have securely made all 
other connections, then plug the wiring 
harness’s connector into the stereo’s 
14-pin wiring socket. 

Reconnect the cable to the vehicle bat- 
tery’s negative terminal to test the con- 
nections. 



Turn on your vehicle’s ignition. Turn the 
left inner shaft until you hear it click to 
turn on the stereo. The display should 
light and the display time should appear. 

Cautions: 

• If the display’s backlight does not 
turn on and the clock does not 
appear, the power and ground con- 
nections might be reversed. 

• If the stereo does not work, immedi- 
ately turn off your vehicle’s ignition, 
then disconnect the wiring harness 
with the 14-pin connector from the 
stereo’s 14-pin wiring socket and 
disconnect your vehicle battery’s 
negative (-) cable. Recheck your 
connections. 

After you verify that the display lights 
and the clock appears, follow the in- 
structions in “Mounting the Stereo” on 
Page 10. 
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MOUNTING THE STEREO 

Be sure you test the stereo first and verify that it works properiy. Then foiiow the 
steps beiow to mount the stereo. 




1 . Disconnect the cabie from the vehi- 
cie battery’s negative (-) terminai. 

2. Disconnect the wiring harness and 
the antenna. 

3. Position the stereo in the dashboard 
as foiiows: 

a. Piace one suppiied nut and 
washer on each shaft and tighten 
the nuts about haifway up the 
shafts. 

b. From behind the mounting sur- 
face, insert the shafts through the 
hoies in the mounting surface. 

c. Adjust the nuts on the shafts untii 
the stereo’s front panei iines up 
properiy with the dashboard. In- 


sert the suppiied gasket if addi- 
tionai front panei support is 
needed. 

d. Piace another suppiied nut and 
washer on each shaft and tighten 
the nuts to secure the stereo 
against the dashboard. 

4. Piace the trim piate and shaft-spac- 
ing adapters over the shafts. Seiect 
the shaft-spacing adapters that fit 
over the shafts and into the cutouts 
in the trim piate. 

5. Piace the remaining washers and 
nuts on the shafts and tighten the 
nuts against the shaft-spacing 
adapters. 
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Notes: 

• To further secure the stereo, if 
your vehicle’s dashboard space 
permits access to the back of 
your stereo, attach one end of the 
supplied metal strap to the bolt on 
the back of the stereo with the 
spring washer and nut. Then 
attach the other end of the strap 
to a solid metal part of the vehicle 
using an existing bolt or the sup- 
plied screw. 

• This strap also helps ensure 
proper electrical grounding of the 
stereo. 

6. Place the inner and outer knobs on 
the shafts. 

7. Reconnect the wiring harness and 
the antenna. 

8. Reconnect the cable to the vehicle 
battery’s negative (-) terminal. 


Installation 


11 




12-2131.fm Page 12 Wednesday, March 8, 2000 5:39 PM 




USING LINE LEVEL 
COMPONENTS 

This stereo has front and rear preamp 
outputs (phono connectors) for low- 
noise connection to an optional equaliz- 


er/booster, power amplifier, or other de- 
vice that has line-level inputs. 

To ensure a low-noise connection, con- 
nect a ground wire between this stereo 
and any additional component. The fol- 
lowing illustration shows a typical sys- 
tem using the line outputs. 




Note: When connecting an equalizer/booster not sold by RadioShack, refer to its 
owner’s manual. 
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CONNECTING A CD 
PLAYER 

You can connect a portable CD player 
(or other audio component with a line- 
level output) to the stereo. 

Use a stereo mini-jack cable with Vs-Inch 
plugs (available at your local Ra- 


dloShack store). Connect the cable to 
CD IN and to the output jack of the CD 
player or other component. 

Note: When you plug a cable Into CD IN, 
you will not be able to listen to the radio 
or a cassette tape. Be sure you discon- 
nect the CD player when you are not us- 
ing It. 
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□ Basic Operation 



USING THE CONTROLS 


When you listen to your stereo, adjust the following controls to suit your listening pref- 
erences. 


Volume and 


Seek/ Tuning 
Knob 




• ON VOL — Turn the left inner knob 
clockwise until you hear it click to turn on 
the stereo. Continue to turn the knob 
clockwise to increase the volume. Turn 
the knob counterclockwise to reduce the 
sound or until you hear it click to turn off 
the stereo. 

Warning: To protect your hearing, do 
not listen to high volume levels. Slowly 
increase the volume to a comfortable lis- 
tening level. 

BAL • PULL — Pull the left inner knob 
until it locks. Turn it clockwise or coun- 
terclockwise to adjust the balance be- 
tween the left and right speakers. Push 
the knob in to retain the setting. 

O TREBLE — Turn the left outer knob to 
adjust the treble sound. Turning it clock- 
wise increases the high-frequency 
sound while turning it counterclockwise 
decreases it. 

BASS • PUSH — Push in and turn the 
left outer knob to adjust the bass sound. 


Turning it clockwise increases the low- 
frequency sound while turning it coun- 
terclockwise decreases it. 

SEEK/TUNING • — Turn the right inner 
knob in either direction to select the de- 
sired AM or FM station. 

FADER O — Turn the right outer knob for 
the desired balance between the front 
and rear speakers. 

SETTING THE CLOCK 

1. Turn on the stereo and wait a few 
seconds until the clock appears on 
the display. 

Note: The display is automatically 
set to the clock display mode show- 
ing the clock’s time. If the display 
does not show the clock, press F/C 
(frequency/clock) or wait 5 seconds 
until the time appears. 

2. While holding down F/C, turn SEEK/ 
TUNING counterclockwise until the 
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display advances to the correct 
hour. 



Note: You can quickly turn and 
release SEEK/TUNING to advance 
the displayed hour or minute one 
digit at a time. 

3. While holding down F/C, turn SEEK/ 
TUNING clockwise until the display 
advances to the correct minute. 





( ^PS/AS~^ (j 
M AN/AUT O 
( JSCAN^ ( j-O/DX ^ Cl 


4. When the display shows the correct 
time, release F/C. 


□ Radio Operation 

PLAYING THE RADIO 

Follow these steps to listen to the radio. 

1. Turn ON VOL clockwise to turn on 
the radio. 



2. Press AM/FM to select the desired 
band. AMI or AM2 appears when an 
AM band is selected. FMl, FM2, or 


FM3 appears when an FM band is 
selected. 



Notes: 


• Each time you press AM/FM, the 
radio automatically tunes to the 
last station selected in that band. 

• ST appears when an FM stereo 
signal is received. 
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3. Tune to the desired station in one of 
the foiiowing ways: 



Manual Tuning: Turn SEEK/TUNING 

in either direction to tune up or down 
the seiected band. 


Seek Tuning: Press MAN/AUTO to 

change from manuai to seek mode. 
AUTO appears. Turn SEEK/TUNING 
in either direction to seek up or 
down to the next higher or iower sta- 
tion with a strong signai. 



Scan Tuning: Press SCAN to scan 
the higher frequency stations. The 
radio pauses for 5 seconds at each 
station. The station’s frequency 
fiashes on the dispiay. When the 
radio pauses at a station you want 
to iisten to, press SCAN again to 
stop scanning. 



Notes: 

• If the stereo does not find a 
strong station when seeking or 
scanning, the stereo searches the 
band again and stops on weaker 
stations. 

• The stereo has two seek sensitivi- 
ties for strong and weak signais, 
LO and DX. The radio is preset to 
DX. 

Press LO/DX for 2 seconds and 
LO appears. The radio searches 
oniy for strong stations. 

Press LO/DX again for 2 seconds 
and LO disappears. The radio 
searches for any receivabie sig- 
nai (usefui in areas with weaker 
FM signais). 

4. Adjust ON VOL, BASS, TREBLE, 

BAL, and FADER as desired. 

Note: To temporariiy dispiay the fre- 
quency of the current station, press and 
reiease F/C. The dispiay shows the fre- 
quency for 5 seconds, then returns to 
the time dispiay. 
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MEMORY TUNING 

You can store up to six AM and 12 FM 
stations in memory. Each memory group 
(AMI, FM1, and FM2) hoids up to six 
stations. 

You can iet the stereo search for any six 
stations in a band and automaticaiiy en- 
ter these into a memory group, or you 
can manuaiiy enter stations into a mem- 
ory group. 

Automatically Storing Stations 

Foiiow these steps to automaticaiiy en- 
ter stations into a memory group. 

1 . Repeatediy press AM/FM untii the 
stereo dispiays the band and mem- 
ory group where you want to store a 
group of stations. For exampie, to 
store the first group of stations into 
AMI, repeatediy press AM/FM untii 
AMI appears. 

2. Floid down PS/AS (automatic mem- 
ory scan) for about 2 seconds. The 
stereo automaticaiiy stores the first 
six strong stations on the seiected 
band. 



After the radio has stored aii six sta- 
tions into memory, it tunes to the 


first stored station in the memory 
group and begins to piay. 

Note: You can store a station manuaiiy 
if the stereo does not automaticaiiy store 
it due to a weak signai or interference. 
See “Seiecting a Stored Station” on 
Page 18. 

Manually Storing Stations 

Foiiow these steps to manuaiiy enter 
stations into memory. 

1 . Repeatediy press AM/FM to seiect 
the desired band and memory group 
(AMI, FM1, or FM2). 

2. Use any tuning method to tune to 
the station you want to store. 

3. Floid down the desired memory 
iocation button (1-6) untii the mem- 
ory iocation number and the fre- 
quency appear on the dispiay. The 
voiume mutes briefiy and the station 
is stored. 

Storing Stations In Automatic 
Travel Programming Memory 

The stereo can store the first six strong 
AM and the first six strong FM stations it 
finds into its automatic travei program- 
ming memory (bands AM2 and FM3). 
This memory is separate from the ste- 
reo’s memory groups, so it does not re- 
piace the stations you manuaiiy stored. 

1. Repeatediy press AM/FM to seiect 
the desired band (AM2 or FM3). The 
stereo dispiays ATP (automatic 
travei programming). 
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2. Hold down PS/AS for about 2 sec- 
onds. The stereo displays LO, scans 
the selected band, and automati- 
cally stores the first six strong sta- 
tions it finds in automatic travel 
programming memory. 

After the stereo stores all six sta- 
tions in the selected band, it tunes to 
the station stored in Channel 1 . 

Notes: 

• If the stereo does not find a strong 
station with automatic travel pro- 
gramming, the stereo searches the 
band again and stops on weaker 
stations. 

• If the stereo could not find any sta- 
tion, the last station tuned to is 
recalled. 


Scanning Stored Stations 

The radio can scan all stored stations in 
the FM or AM bands, pausing for 5 sec- 
onds at each station. 

Press AM/FM to select the band, then 
press PS/AS. The radio begins scanning 
the stored stations — AM1 and AM2, or 
FM1, FM2, and FM3. 

Note: Do not hold down PS/AS. This 
causes the radio to automatically seek 
and store six stations into the current 
memory group. 

To stop the scanning when the stereo 
pauses at a station you want to listen to, 
either press PS/AS or the station’s mem- 
ory location button. 



Seiecting a Stored Station 

To select a stored station, press AM/FM 
to select the desired memory group. 
Then press the desired memory location 
button. 


r 






r 


/ 

f] AM/FM CASSETTE RECEIVER 


1 


1 HIGH POWER 


U J 



ICI CI On 
iCiCl.Clb' 


( F/C ) L PS/AS 



MAN/AUl 
(^SCAN^ (j-O/DX 


MTL 

□□ ASMS 





CL 

CCJ 

O O 1 O 


T 


Memory Location Buttons 


Note: Do not hold down the memory lo- 
cation button. This erases the previously 
stored station and stores the currently 
tuned station in its place. 
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□ Cassette Player Operation 


PLAYING A CASSETTE 

Caution: Avoid using C-120 cassette 
tapes. They are very thin and can easiiy 
become tangied in the tape-handiing 
parts. 

Foiiow these steps to piay a cassette 
tape. 

1 . Take up any siack by turning the 
cassette’s hub with your finger or a 
pencii. (Avoid touching the tape.) 



2. Turn ON VOL ciockwise to turn on 
the stereo. 

3. Put the tape into the cassette com- 
partment with its open edge to the 
right and the side you want to hear 
facing up. The tape begins to piay. 



Notes: 


lRadio5harif 



• If you are using a metai or Cr02 
(Type II) tape, press 1/MTL so 
MTL appears. For other types, 
press 1/MTL so MTL does not ap- 
pear. 

• If you are using a tape recorded 
with Doiby B NR, press 2/no to turn 
on the Doiby Noise Reduction cir- 
cuitry. CE appears. Press 2/CE 
again to turn off the Doiby Noise 
Reduction circuitry for tapes not 
recorded with Doiby B NR. 

4. Adjust ON VOL, BASS, TREBLE, 
BAL, and FADER as desired. 

5. Press ^ to stop and eject the tape. 



Notes: 


• When the tape reaches either end 
whiie piaying or fast-forwarding, 
the cassette piayer automaticaiiy 
changes the tape’s direction and 
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plays the other side of the tape. 
Play continues until you press 

• During play, you can switch to the 
other side of the cassette by 
momentarily pressing and ►► 
at the same time. 

• If you play a cassette tape several 
times, the tape can become tight 
and cause distortion. To restore 
the correct tension, fast-forward 
through the entire cassette in 
both directions. 

Fast-Forward and Rewind 

To rewind the current side of a tape, 
firmly press M- To quickly fast-forward 
the tape, firmly press ►►. The button 
locks and the tape quickly winds. Play 
resumes when the end of the tape is 
reached. 



To stop fast winding before the end of 
the tape, gently press and release the 
opposite button. Play continues. 

Note: Fast-forward always moves the 
tape in the same direction the tape 
moves when it is playing. Rewind al- 
ways moves the tape in the opposite di- 
rection. 


Listening to the Radio During 
Fast-Forward or Rewind 

During fast-forward and rewind, you can 
listen to the radio. 

The radio is preset to play while you 
fast-forward or rewind a tape. However, 
you can turn off the radio monitor func- 
tion by pressing F/C, and turn it back on 
by pressing F/C again. 

Automatic Search Music 
System 

To rapidly scan a tape so you can quick- 
ly locate a song, press 3/ ASMS to acti- 
vate the automatic search music 
system. ASMS appears. 





Automatic Search Music 
System Button 


To search for the beginning of the next 
song, press ►►. To search for the begin- 
ning of the current song, press M- 

To fast-forward and rewind a tape as 
usual, press 3/ASMS again so ASMS dis- 
appears from the display. 
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□ Care 

To enjoy your RadioShack AM/FM Cas- 
sette Car Stereo for a long time: 

• Keep the stereo dry. If it gets wet, 
wipe it dry immediately. 

• Handle the stereo gently and care- 
fully. Do not drop it. 

• Keep the stereo away from dust and 
dirt. 

• Wipe the stereo with a damp cloth 
occasionally to keep it looking new. 

Modifying or tampering with the car ste- 
reo’s internal components can cause a 
malfunction and might invalidate its war- 
ranty and void your FCC authorization to 
operate it. If your stereo is not perform- 
ing as it should, take it to your local Ra- 
dioShack store for assistance. 

THE FCC WANTS YOU TO 
KNOW 

Your stereo might cause TV or radio in- 
terference even when it is operating 
properly. To determine whether your 
stereo is causing the interference, turn 
off your stereo. If the interference goes 
away, your stereo is causing it. Try to 
eliminate the interference by: 

• Moving your stereo away from the 
receiver 

• Contacting your local RadioShack 
store for help 


If you cannot eliminate the interference, 
the FCC requires that you stop using 
your stereo. 

CLEANING THE TAPE- 
HANDLING PARTS 

Clean the tape head after about every 
20 hours of playing time. Insert a special 
head-cleaning cassette (available at 
your local RadioShack store), and follow 
the cassette’s directions to clean the 
tape head. 

DEMAGNETIZING THE 
PLAYBACK HEAD 

Demagnetize the playback head after 
about every 20 hours of use. Insert a 
special head-demagnetizer cassette 
(available at your local RadioShack 
store) and let it run for a few seconds. 

RESTORING TAPE 
TENSION AND SOUND 
QUALITY 

After you play a cassette tape a few 
times, the tape might become tightly 
wound on the reels. This can cause 
playback sound quality to deteriorate. 

To restore the sound quality, fast-forward 
the tape from the beginning to the end of 
one side, then turn the tape over and 
completely fast-forward through the oth- 
er side. Then loosen the tape reels by 
gently tapping each side of the cassette’s 
outer shell on a flat surface. 
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Caution: Be careful not to damage the 
cassette when tapping it. Do not touch 
the exposed tape or allow any sharp ob- 
jects near the cassette. 

REPLACING A FUSE 

If the stereo does not operate, you might 
need to replace the red power wire’s 
fuse with the supplied spare fuse. If the 
clock resets or stored stations are lost 
when the ignition is off, you might need 
to replace the yellow continuous power 
wire’s fuse with the supplied spare fuse. 
Check both fuses. 

Caution: Do not use a fuse with ratings 
other than those specified. Doing so 
might damage your stereo. 

Follow these steps to replace either of 
your stereo’s fuses. 

1. Disconnect the cable from the vehi- 
cle battery’s negative (-) terminal. 

2. Pull the latches apart on the fuse 
holder until it opens. Then remove 
the fuse clip inside the fuse holder. 


3. If either fuse is blown, replace it. 
Use only standard IV 4 x V 4 -inch 
fast-acting fuses with the proper rat- 
ing (available at your local Ra- 
dioShack store). The red POWER 
LEAD (B+) wire’s fuse must be 0.5 
amps and the yellow CLOCK MEM- 
ORY wire’s fuse must be 12 amps. 

Caution: The supplied fuses have 
the proper ratings. Make sure you 
replace a fuse only with another 
fuse of the same rating. 

4. Reassemble the fuse holder by 
placing the wires and fuse clips 
back inside the holder. Then 
squeeze it together until it snaps 
shut. 

5. Reconnect the cable to the vehicle 
battery’s negative (-) terminal. 
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□ Specifications 

RADIO 



FM (Nominal) 

AM (Nominal) 

Frequency Range 

88-108 MHz 

530-1710 kHz 

iF Rejection 

85 dB 

46 dB 

image Rejection 

45 dB 

55 dB 

Seiectivity 

60 dB 

35 dB 

Signai-to-Noise (S/N) Ratio 

62 dB 

48 dB 

Stereo Separation 

36 dB 


Usabie Sensitivity (3% THD) 

3 pV (3% THD) 

16pV (20dBS/N) 

CASSETTE PLAYER 



Cassette Mechanism 


Auto-Reverse 

Wow and Fiutter 


Less than 0.35% WRMS 

Signai-to-Noise Ratio 


52 dB 

Separation 


35 dB 

Frequency Response (-3 dB) 


40-12,500 Hz 

GENERAL 



Power Source 


12 V DC Negative Ground 

Bass Controi 


- 1 - 10 dB @ 100 Hz 

Speaker Output impedance 


4 or 8 Ohms 

Trebie Controi 


-H0dB@10 kHz 

CD Input Frequency Response 


20-25,000 Hz 

Output Power (10% THD @ 1 kHz) 


... 92 Watts (23 W Per Channei) 

Maximum Power 


. 140 Watts (35 W Per Channei) 

Chassis Size (HWD) 

2x7x 5^/8 Inches (50 x 1 78 x 1 50 mm) 

Weight 


3ib5oz(1.5kg) 


Specifications are typicai; individuai units might vary. Specifications are subject to change and 
improvement without notice. 
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Limited One- Year Warranty 

This product is warranted by RadioShack against manufacturing defects in materiai and workman- 
ship under normal use for one (1 ) year from the date of purchase from RadioShack company-owned 
stores and authorized RadioShack franchisees and deaiers. EXCEPT AS PROViDED HEREiN, Ra- 
dioShack MAKES NO EXPRESS WARRANTIES AND ANY IMPLIED WARRANTIES, INCLUDING 
THOSE OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, ARE LIMITED 
IN DURATION TO THE DURATION OF THE WRITTEN LIMITED WARRANTIES CONTAINED 
HEREIN. EXCEPT AS PROVIDED HEREIN, RadioShack SHALL HAVE NO LIABILITY OR RE- 
SPONSIBILITY TO CUSTOMER OR ANY OTHER PERSON OR ENTITY WITH RESPECT TO ANY 
LIABILITY, LOSS OR DAMAGE CAUSED DIRECTLY OR INDIRECTLY BY USE OR PERFOR- 
MANCE OF THE PRODUCT OR ARISING OUT OF ANY BREACH OF THIS WARRANTY, IN- 
CLUDING, BUT NOT LIMITED TO, ANY DAMAGES RESULTING FROM INCONVENIENCE, LOSS 
OF TIME, DATA, PROPERTY, REVENUE, OR PROFIT OR ANY INDIRECT, SPECIAL, INCIDEN- 
TAL, OR CONSEQUENTIAL DAMAGES, EVEN IF RadioShack HAS BEEN ADVISED OF THE 
POSSIBILITY OF SUCH DAMAGES. 

Some states do not allow limitations on how long an implied warranty lasts or the exclusion or limita- 
tion of incidental or consequential damages, so the above limitations or exclusions may not apply to 
you. 

In the event of a product defect during the warranty period, take the product and the RadioShack 
sales receipt as proof of purchase date to any RadioShack store. RadioShack will, at its option, un- 
less otherwise provided by law: (a) correct the defect by product repair without charge for parts and 
labor; (b) replace the product with one of the same or similar design; or (c) refund the purchase 
price. All replaced parts and products, and products on which a refund is made, become the prop- 
erty of RadioShack. New or reconditioned parts and products may be used in the performance of 
warranty service. Repaired or replaced parts and products are warranted for the remainder of the 
original warranty period. You will be charged for repair or replacement of the product made after the 
expiration of the warranty period. 

This warranty does not cover; (a) damage or failure caused by or attributable to acts of God, abuse, 
accident, misuse, improper or abnormal usage, failure to follow instructions, improper installation or 
maintenance, alteration, lightning or other incidence of excess voltage or current; (b) any repairs 
other than those provided by a RadioShack Authorized Service Facility; (c) consumables such as 
fuses or batteries; (d) cosmetic damage; (e) transportation, shipping or insurance costs; or (f) costs 
of product removal, installation, set-up service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other rights which vary from 
state to state. 

RadioShack Customer Relations, 200 Taylor Street, 6th Floor, Fort Worth, TX 76102 

M/e Service What We Sell 12/99 


RadioShack 

A Division of Tandy Corporation 
Fort Worth, Texas 761 02 
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